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WODEN WORKS 


iitnuludioii 

The publication of this Catalogue No. 52 coincides with the 
completion of our rebuilt and re-equipped factory for the 
production of Woden Tools. 

The very latest methods of manufacture, supported by 100 
years of experience, have made it possible for us to offer 
Woden Tools superior even to those upon which our world- 
renowned reputation has been built in the past. 

The Tools illustrated in this Catalogue are manufactured in 
our own factory which includes a Foundry, Steel Works and 
Laboratory, all of which ensure that the material, workmanship 
and finish leave nothing to be desired. 

It is our policy to offer quality Tools for the Craftsman and any 
constru'-*’""' - gestions are always welcome. 
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FOR YOUR INTEREST 


PRICES 

The previous practice of showing prices in our Catalogues has been 
discontinued as they sometimes become obsolete and this leads to 
confusion. 

Instead, a separate Price List will be issued from time to time whenever 
necessary, and a copy of the current List will be found in the pocket at 
the back of this Catalogue. 


PUBLICITY 


Show Cards and Counter Leaflets are available on application, and 
Electros can be supplied for use in compiling Catalogues, etc. 

Display Stands are available for Approved Stockists. 


GUARANTEE 

The name “ Woden ” is our registered Trade Mark in the United King¬ 
dom and overseas, and is your guarantee. 

Faulty material or workmanship will be replaced free-of-charge. 

All previous Catalogues and Price Lists are hereby cancelled. 

Please do not tear out pages. Loose sheets are available on application. 
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No. 104 

WODEN STEEL SASH CRAMP 




WODEN 






Bar Section 

Depth of Jaws 2 inches. deep 

¥' wide 


Bright Cold Drawn Steel Bars. Malleable Iron Fittings, finished Woden Blue. 
Bright Steel Screws and Handles. Bars fitted with Stops. 

Solid Steel Pegs. Adjusting Jaws and Head, fitted with Supporting feet. 


When ordering Cramps, State LENGTH OF BAR, not size Cramps take in 


Length of Bar 

24 

30 

36 

42 

48 inches 

To take in . 

18 

24 

30 

36 

42 „ 

Weight. 

4* 

Si 

5? 
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No. 105 

WODEN STEEL SASH CRAMP 



Bar Section 
deep 
-fe" wide 


Bright Cold Drawn Steel Bars. Malleable Iron Fittings, finished Woden Blue. 
Bright Steel Screws and Handles. Bars fitted with Stop. 

Adjusting Jaws and Head, fitted with Supporting Feet. Solid Steel Pegs. 


When ordering Cramps state LENGTH OF BAR, not size Cramps take in 


Length of Bar 

24 

30 

36 

42 

48 inches 

To take in . 

18 

24 

30 

36 

42 „ 

’ * *ei?ht. 

6 

7 

8 

9 

10 lbs. 


4 


THE STEEL NUT & JCSSF 
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No. 106 

WODEN STEEL SASH CRAMP 


A + Rl * \ 

WODEN 




Bar Section 
If' deep 
f" wide 



Bright Cold Drawn Steel Bars. Malleable Iron Fittings, finished Woden Blue. 
Bright Steel Screws and Handles. Bars fitted with Stop. 

Adjusting Jaws and Head, fitted with Supporting Feet. Extra Large Jaw Faces. 

When ordering Cramps, state LENGTH OF BAR, not size Cramps take in 


Length of Bar 

21 

30 

36 

42 

48 

54 

60 

66 

72inches 

To take in . 

18 

24 

30 

36 

42 

48 

54 

60 

66 „ 

Weight . 

11 

12 

13i 

Hi 

154 

16 b 

17J 

18f 

20 lbs. 

Lengthening Bar:— 
Weight . 

si 

6 

7 

n 

8 

8* 

9 

— 




NUT & JOSEPH HAM r 
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WODEN 



No. 107 

WODEN STEEL SASH CRAMP 



Bright Cold Drawn Steel Bars. Malleable Iron Fittings, finished Woden Blue. 


Bright Steel Screws and Handles. 


Bars fitted with Stop. 


Adjusting Jaws and Head, fitted with supporting Feet. Extra Large Jaw Faces. 


When ordering Cramps state LENGTH OF BAR, not size Cramps take in. 


Length of Bar 

36 

42 

48 

54 

60 

66 

72 

78 

84 

96inches 

To take in 

30 

36 

42 

48 

54 

60 

66 

72 

78 

90 „ 

Weight . 

19 

201 

22b 

24i 

26 

27 J 

29} 

31* 

33 

34} lbs. 

Lengthening Bar 

12i 

13J 

15* 

161 

18} 

19} 

21 i 

— 

— 

— lbs. 
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WODEN STEEL JOINERS’ CRAMP 



Bar Section 
2 " deep 
V wide 



s; 

9 % m • ' • % 

- WODEN 9j 

?_ 


Bright Cold Drawn Steel Bars. Specially raised Jaws. 

Bright Steel Screws and Handles. Bars fitted with Stops. 

Solid Steel Pegs. Malleable Iron Fittings, finished Woden Blue. 

When ordering Cramps state LENGTH OF BAR, not size Cramps take in 


Length of Bar 

36 

42 

48 

54 

60 

66 

72 

78 

84 ins. 

To take in . 

28 

34 

40 

46 

52 

58 

64 

70 

76 „ 

Weight. 

20£ 

22 

23 £ 

25 

26£ 

28 

29 £ 

31 

32Jlbs. 

Lengthening Bar 

Weight. 

12i 

13f 

15£ 

16§ 

18± 

19f 

21 i 


lbs. 



iT & JOSEPH HV LTD. VODEN WORKS • WEDNESBURY : ENGLAND. 



































No. 112 

STEEL T-BAR CRAMP 

HEAVY PATTERN 



Depth of Jaws 2£ inches. 
Diam. of Screw J inch. 



Bar Section 
2%" deep 
wide 



These Bar Cramps are made from special Cold Drawn High Tensile Steel, and will not spring or bend 
in use. 

The top edges, or T, on which the Slides work are accurately machined and polished bright to ensure 
free action. 

The Head and Slides are best malleable iron with polished bright edges, the Head being fitted with 
a supporting foot. 

When ordering Cramps, state LENGTH OF BAR, not size Cramps take in 


Length of Bar 

36 

42 

48 

54 

60 

66 

72 

78 

84 

96 ins. 

To take in. 

30 

36 

42 

48 

54 

60 

66 

72 

78 

90 „ 

Weight . 

17 

m 

20 

21 * 

23 

24^ 

26 

27* 

29 

32lbs. 

s —?**+hening Bar 

11i 

13 

14* 

16 

17* 

19 

20£ 

— 

— 

—lbs. 



THE STEEL NUT & JO' 1 "' N LTr 2P rr ' SoURY JLAND. 


































No. 113 


WODEN 



WODEN STEEL T-BAR CRAMP 

LIGHT PATTERN 



Depth of Jaws 2 inches. 
Diam. of Screw f inch. 


• •••••• 


These Bar Cramps are made from special Cold Drawn High Tensile Steel, and will not spring or bend 
in use. 

The top edges, or T, on which the Slides work are accurately machined and polished bright to ensure 
free action. 

The Head and Slides are best Malleable Iron with polished bright edges, the Head being fitted with 
a supporting foot. 

When ordering Cramps, state LENGTH OF BAR, not size Cramps take in 



Length of Bar 

24 

30 

36 

42 

48 

54 

60 

66 

72 ins. 

To take In 

18 

24 

30 

36 

42 

48 

54 

60 

66 „ 

Weight 

7 

8 

9 

10 

11 

12 

13 

14 

15lbs. 

Lengthening Bar:— 

Weight 

51 

61 

71 

00 

•H 1 - 1 

91 

— 

— 

— 




Bar Section 
If" deep 
j" wide 
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NUT S' 
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QUICK 


No. 133 
WODEN 

ACTION VENEERING 


CRAMP 



Bright Steel Bar and Screw, Wood Handle, Malleable Iron Fittings. 
Screw fitted with Swivelling Cap. 


Size 

No. 

Size of Bar 

Distance from 
Bar to Centre 
of Screw 

Approximate 
Weight of 
Standard Sizes 

Length of Bar 

1 

fxi" 

2V 

If lbs. 

*4" 5" 6" 

2 

i* x i" 

w 

2 „ 

*5" 6" 8" 

3 

Vxl" 

4 " 

2b .. 

*6" 8" 10" 

4 

11" xi" 

4\" 

„ 

*8" *1 0" 12" 15" 

5 

1 ¥ x ¥ 

5£" 

.. 

10" *12" 15" 18" 

6 

1 2 x 16 

6 " 

6| „ 

12" *15" 18" 

7 

i v x *" 

8 " 

81 

15" *18" 




j 



* Standard Sizes 



j r\ 


M'*>, ^ cc p H HAMPTON i_TD. 


Vf : ENGLAND. 





















No. 126 

WODEN RIBBED ‘G’ CRAMP 

FOR LIGHT WOODWORKING SERVICE 





Sizes .... 10 12 inches 


Malleable Iron Frames with Steel Screws and Handles. 

Fitted with Swivel Shoes which adapt themselves to any angle of grip. 
The lOin. and 12in. sizes are fitted with a Tommy Bar (see illustration). 


To take in 

2 

3 

4 

6 

8 

10 

12 inches 

Height to centre of Screw 

It 

2i 

2i 

H 

3i 

4 

.. 

Diameter of Screw 

i 

i 

iw 

t 

1 

3 

a 

| inch 

Approximate weight 

14 ozs. 

H 

i* 

3 

5 

6| 

8 lbs. 


l~L 


'DEN WORKS 


THE STEEL NUT 







































WODEN 





No. 131 

WODEN EXTRA STRONG ‘G’ CRAMP 


ALL-STEEL, HEAVY DUTY 



This is a Heavy-Duty Cramp suitable for Coachmakers, General and Agricultural 
Engineering and Welding, etc. 

It has a Steel Frame, Screw and Handle and is fitted with a Swivel Shoe for all¬ 
angle grip. 


To take in 

8 

10 

12 

14 

16 

18 

20 

22 inches 

Height to centre of Screw 

4J 

4f 

5 

Si 

t 

53 

6 

6 „ 

Section . 

2 x \ 

2 x| 


24 x ^ 

2 ix# 

01 x 5 
^4 X 8 

3 x f 

3 x f inches 

Diameter of Screw 

1 

1 

n 

i* 

1 i 

1 1 
! 4 

1 3 

it 

Weight . 

11 

Ilf 

15 

184 

23 

25i 

34 

41 lbs. 



M. r * JOSEPH HAMPTON LTD. : WODEM N‘ ' ’ f EDNESBU * < ENGLAND. 


















No. 140 

WODEN LEVER FLOOR CRAMP 



WITH QUICK RELEASE 



Approximate Weight 
With Draw Bar 


With Draw Bar 




Without Draw Bar 


(Supplied with or without Wrought Iron Draw Bar). Best Cast Iron Frame, Malleable Part 
and Wrought Iron Lever. 

With the aid of a Draw Bar as illustrated, it is possible to Cramp Floors over a flush surfaces 
also Floors over Joists fully bedded in concrete, etc., and it is also useful for getting the last 
board up. TO RELEASE pull back lever, press foot on tails of front pawls, and the Ram will* 
be pulled back by the Spring. Keep Ram well oiled underneath. To suit Joists 1J to 4 inches. 



THE STEEL NU T 


aOSEPH 


LTn. : WODEN WORKS : WEDNESBURY • . 







No. 138 

WODEN FLOORING CRAMP 



SUPPLIED WITH OR 
WITHOUT DRAW BAR. 

To suit Joists 2 to 4 inches. 


SHOWING 
DRAW BAR 
IN USE. 


# QUICK RELEASE 


r 




A JP CC PM H 


LTD • WOD 


ENGLAND 



No. 138 

WODEN FLOOR CRAMP 

WITH QUICK RELEASE 



This Cramp is made from Best Malleable Iron. 


Pawls are manufactured of Mild Steel, all parts being interchangeable and easily 
replaced. To suit 2-in. to 4-in. Joists. 

With the aid of a Draw Bar which can be supplied, it is possible to Cramp Floors 
over a flush surface, also floors over joists fully bedded in concrete, etc., and it 
is also useful for getting the last board up. 

TO USE.—The Lever is held right back, and the knob is depressed, this action 
releases the Ram which immediately returns to a position ready for use. The 
Cramp is then pushed with a forward motion on to the Joist where the dogs 
will automatically grip. The Lever is then pulled forward and the boards will 
instantly begin to close up. The Lever can be actuated until the desired 
pressure is obtained. 

^TO RELEASE.—Pull the Lever forward and at the same time depress knob, 
which action releases the MILD STEEL pawls holding Ram in position. The 
Cramp will then leave the Joist freely. 

Approximate weight, 16lbs. ; or with Draw Bar 2.2.1 bs. 



THE STEEL TD. : V 'DDEN ~ : W^DNESBU * Eh 
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WODEN 



WODEN FLOORING CRAMPS 



No. 142 

Side Action. 


“A” Quality. Malleable Iron Frame, Steel Working Parts. 
“B” ,, Best Cast Iron Frame and Wheels. 

To suit joists . 1^to3£, 1£to4£, to 6 inches 

When ordering, please state for which size Joists 
Cramps are required 


v 
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WODEN JOINERS’ TOOLS 


No. 215. WODEN BENCH STOP 


Zinc Alloy Body. Steel Spring and Screw. 

Weight, 6 ozs. 


No. 215 




No. I 87A 


No. 221 A. WODEN BENCH HOLDFAST 

Malleable Iron Arm and Shoe. Steel Screw and Handle. 



Size No. 

0 

1 

2 

3 


Size of Pillar . 

10 x } 

12xi 

14x1 

16x1* 

18 

Weight . 

2} 


6 

8* 

12 



IHF. STFEL NUT & JOSEPH HM^IPTOh 1 


*VOD 
















WODEN 



WODEN JOINERS’ 


TOOLS 



NO. 233 CRAMP HEAD 

Best Cast Iron. Mild Steel Screw and Handle. To suit Planks 1 inch. Weight 2\ lbs 

(Boxed) 



5 


With Malleable Split Collar and Nut. 



16 

18 

20 inches. 

Screw . 

1 

H 

n .. 

oprox.) .... 

41 

8 

lbs. 



20 
















WODEN 


WODEN EMERY OR SAW SPINDLES 

Steel Spindle, Cast Iron Blocks, Pulleys and Flanges with Composition Metal Bearings. 



No. 242A 


No. 242A 


Size No. 

1 

2 

3 

4 

Length overall 

22b 

24J 

31* 

34b inches 

Diameter of Spindle at Saw end 

1 

1* 

H 

U .. 

f 

3 *" dia. 

3b" dia. 

4b" dia. 

4^" dia. 

Size of Fast and Loose Pulleys ^ 

X 

X 

"X 

X 

3 V Face 

3 ¥ Face 

4b" Face 

4 b" Face 

Weight . 

26J 

331 

581 

68 b lbs. 


A 



No. 242 


Size No. . 

0 

1 

2 

3 

4 

Length overall. 

13 

17 

20 

23 

26 inches 

Diameter of Spindle at Saw end 

i 

1 

ij 

n 

u .. 

Size of FAST Pulleys i 

2 i" dia. 
X 

2" long 

3b" dia. 
“X 

4\" long 

3b" dia. 
“X 

41" long 

4b" dia. 
“X 

5J" long 

4b" dia. 

X 

H" long 

Size of FAST and LOOSE f 
Pulleys 

— 

3 b" dia. 
'X 

1 long 

3b" dia. 
“X 

11 f" long 

4b" dia. 
"X 

2b "long 

4b" dia. 
“X 

2b" long 

Weight. 

8 

24 

31 

52i 

60 lbs. 



THE STEEL NUT & JOSEPH HAMfr TD. * WODEN WORKS : v . 
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WODEN 


WODEN 


No. 191 

LATHE CARRIERS 

IMPROVED 



Best Malleable Iron Body, Steel Screw with hardened point. 


Inside size 

J 

i 

1 

11 

1J 

if 

2 

2* 

3 

4 ins. 

Weight . 

4 ozs. 

6 ozs. 

9 ozs. 

13 ozs. 

1 Jibs. 

21 bs. 

2flbs. 

41 bs. 

61 bs. 

lbs. 


No. 236 

WODEN COUPLING BOX 



Best Malleable Iron Box, fitted with Mild Steel Screwed Rods 12 inches long for Welding. 


Size of Rods 

i 


8 

3 

¥ 

7 

¥ 

1 

H 


If 

1 * 

n 

If 

2 

2i 

2J / 'dia. 

. Weight .... 

1 

2 

2f 

4 

5J 

7i 

9J 

11* 

15 

18 

22f 

26 

35 

37 

441 bs. 



NESBURY : 


.oLAND. 









































WODEN 

M m p.* y 


No. 170 

WODEN TUBE CUTTERS 

3-WHEEL TYPE 




z 

UJ 

Q 

O 

5 


V 


EACH WODEN CUTTER TESTED FOR ACCURACY 

Woden 3-Wheel Tube Cutters are fitted with hardened steel pins and rapid cutting wheels. 
The Wheels are made from best Tool Steel, hardened and tempered. 

Spare Woden Wheels and Pins are interchangeable with other Standard makes of this type. 


Size No. 

1 

2 

3 

4 

To take Tubes 

i to r 

i to 2" 

H to 3" 

2 \ to 4" 

Weight 

2f 

44 

9 

15J lbs. 



j i EEL NUT & JOSEPH ' AMPTOh LTD. : NA > DNESBURY : ENGLAND. 






























No 177 

WODEN TUBE CUTTER 

CHAIN TYPE 


WODEN 




BEST MALLEABLE IRON, WITH MILD STEEL FITTINGS AND BEST CAST STEEL WHEELS 


Size No. 

To take Tubes 

Weight 

1 

2 to 3 inches (5 Wheels) 

10£ lbs. 

2 

2 to 4 „ (6 „ ) . 

Ill m 

3 

2 to 5 „ (7 „ ) . 

m .. 

4 

2 to 6 „ (8 „ ) . 

144 „ 

5 

2 to 7 „ (9 ,, ) 

15 

6 

2 to 8 (10 „ ) 

17 „ 



No. 177 A 

A complete set of 3 short Links, fitted with Wheels and Pins, can be supplied to increase 
the cutting range of No. 177 down to 1J inch. 

Weight, 24 lbs. 

Spare Link, fitted with Cutter Wheel and Pin, can be supplied. 



THE STEEL NUT & - DSEPr A N p : WODEN WORKS : WEDNESBURY : ENw 
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No. 178 

WODEN TUBE CUTTER 

CHAIN TYPE 



BEST MALLEABLE IRON. WITH MILD STEEL FITTINGS AND BEST CAST STEEL WHEELS 


This pattern is fitted with a Nut, and a Spanner supplied, instead of a Wing Nut. 
Spare Link, fitted with Cutter Wheel and pin, can be supplied. 


Size No. 

To take Tubes 

Weight 

1 

5 to 6 inches (5 Wheels) . 

17* lbs. 

2 

5 to 7 „ (6 „ ) . 

20£ „ 

3 

5 to 8 „ (7 „ ) . 

23i „ 

4 

5 to 10 „ (8 „ ) . 

25 „ 

5 

5 -o 11 „ (9 „ ) . 

28 „ 

6 

5 to 13 „ (10 „ ) . 

31 i ., 



i-oTEEL NUT & JOSEPH HAMPTON 


'ODEN WORKS : WEDNESBURY : ENGLAND. 




















No. 180 

WODEN TUBE VICES 


WODEN 

V^apV' 





SELF-LOCKING HINGED TUBE VICE 

Malleable Iron Frame with Steel Screw. Jaws are made from carefully hardened Tool Steel. 
The Frame is reversible so that the Vice can be used either right or left hand. All parts 
interchangeable. 


Size No. . 

0 

1 

2 

3 

4 

5 

To grip Tubes 

4 tol" 

iwir 

4 to 2" 

* to 2*' 

* to 3*' 

4 to 4 ¥ 

Weight (approx.).... 

4 

5 

8 

10 

18 

25 lbs 


THE STEEL NUT & JOSEPH HAMPTON LTD. t 
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WODEN 






WODEN 

4 VIKING* HINGED TUBE VICE 



No. 201 




Malleable Iron Frame with Steel Screw and Handle. Jaws are made from carefully hardened 
Tool Steel. The Frame is reversible, enabling Vice to be used either right or left-hand. The 
massive construction of the WODEN “VIKING” VICE makes it pre-eminent for use by heating 
and electrical engineers. The design of the Jaws makes it possible to hold all kinds of irregular 
shapes without difficulty. 

The Jaws being much wider than ordinary Hinged Vices gives added gripping surface and will 
hold tubes rigidly without crushing. 

The “VIKING” VICE is more costly than other Tube Vices of the same capacity, but the 
increased STRENGTH and ADAPTABILITY will be found worth the extra expenditure. 

The illustrations show a valve, an elbow, a piece of Jin. and a piece of 2in. tube, all held 
equally well. 



Size 

Weight 

Capacity 

No. 201 

1 

19 lbs. 

Jin.—2Jin. 



* II IT 


* --DSEPH HAMPTON LTD. 


DRK, 


'PDNESBURY : ENGLAND. 




































WODEN TUBE VICES 


- 

WODEN 




No. 182 



No. I 82A 


No. 183 


No. 182 and 182A 

Malleable Iron Body Mild Steel Screw and hardened Tool Steel Jaws 


LIGHT PATTERN 


Size No. 

1 

1 A 

2 

To grip Tubes 

itol" 

itoir 

i to 2" 

Weight (approx.) :— 

No. 182 

5 

8 h 

16 lbs. 

No. 182 A 

43 

8 i 

1 SJ „ 


No. 183 

Cast Iron Body 


Mild Steel Screws and hardened Tool Steel Jaws 
HEAVY PATTERN 


Size No. 

1 

2 

3 

4 

5 

6 

To grip Tubes 

8 l WIT' 

i to 2" 

i to 3" 

1 to 4" 

1 to 5" 

2 to 6" 

Weight (approx.).. 

18 

28 

45 

67 

87 

143 lbs. 
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WODEN 



WODEN 


No. 179 

STEEL COMBINATION VICE 




This Vice has the Jaws offset to enable large diameter pipes to be held in an 
upright position. The Jaws of the Tube Vice are of special quality hardened 
steel. Solid Steel Slide and Large Anvil. 


No. 

Jaws 

Opening 

To take Tubes 

Weight 

179 

4J" Offset 

4" 

i to 3" 

24 lbs. 
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No. I 97A 

WODEN PORTABLE AND 
COLLAPSIBLE VICE STAND 




WODEN 




WODEN No. 197A VICE STAND is an improved Tripod Stand of great strength which is 
easily portable. 

The unique feature of this Stand is the metal floor which gives the Stand exceptional stability 
and affords a firm foothold. 

The extending leg enables the Stand, when collapsed, to stand erect. 


No. 

Fitted with 
Hinged Tube Vice 

To take 

Tubes 

Weight 

Approx. 

Overall 

i. 

Height 

Width 

1 


STAND only: 

37 lbs. 

36 inches 

30 inches 

2 

No. 180 2 

| to 2 inches 

50 lbs. 

46 „ 

30 „ 

3 

No. 180 3 

i to 2\ „ 

54 lbs. 

47 „ 

30 „ 

4 

No. 180 4 

i 

ito3A „ 

62 lbs. 

50 „ 

30 „ | 
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WODEN 


No. 197B 

WODEN PORTABLE AND 
COLLAPSIBLE VICE STAND 

FITTED WITH COMBINATION VICE No. 179 




WODEN No. 197B ALL STEEL VICE STAND is an improved Tripod Stand of great strength 
which is easily portable. The unique feature of this Stand is the metal floor which gives the 
Stand exceptional stability and affords a firm foothold. The extending leg enables the Stand 
when collapsed to stand erect. Top of Stand drilled to take Vice as shown or sideways. 


No. 

Stand 

fitted with 

Vic? Jaws 

To take 
Tubes 

Approx. 

Weight 

Overall 

Height 

Width 

197B 

No. 179 
vice 

4£ inches 
Offset 

l to 3 inches 

67 lbs. 

42 inches 

30 inches 



,\ \ • ENGLAND. 























WODEN 


No. I86B 

WODEN MECHANICS’ VICE 

IMPROVED 



The great strength and rigidity of this Vice resulting from the careful design and accurate 
Machining accounts for its extreme popularity. Fitted with an unbreakable Nut, the Slide can 
be withdrawn from the Body for cleaning and oiling without removing the Vice from the Bench. 

The hardened Steel Jaw Plates are completely interchangeable, the Screw is of best quality 
Mild Steel, and the Body and Slide of close-grained Cast Iron. 


Number 

Width of Jaws 

Depth of Jaws 

Extent of 

Opening 

Approximate 

Weights 

00 . 

2 ]inches 

1 f inches 

21 

inches 

51 lbs. 

0 . 

2 * .. 

if .. 

2i .. 

81 lbs. 

1 . 

3 „ 

2 „ 

31 .. 

13f lbs. 

2 . 

3* .. 

2* .. 

4 „ 

19 lbs. 

3. 

4 „ 

2* .. 

.. 

30 lbs. 

4. 

4| „ 

2# .. 

Si 

42 lbs. 

5. 

5 „ 

3 „ 

6i 

52 lbs. 

6 . 

6 „ 

3f „ 

71 „ 

66 lbs. 

7. 

7 „ 

3i „ 

7i 

68 lbs. 
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No. 186S 

WODEN STEEL VICE 

WITH PLAIN SCREW 






Improved, with separate Detachable Nut and Deepened Base. Woden Steel Castings, fitted 
with Hardened Steel Detachable Jaws, Steel Screw and Handle. Unbreakable in use. 


Number 

Width of Jaws 

Depth of Jaws 

Opening 

Approximate 

Weight 

3. 

4 inches 

2\ inches 

4£ inches 

174 lbs. 

5. 

5 „ 

3 „ 

6 „ 

30 ” 

6 . 

6 „ 

3| .. 

6 i „ 




THE 



















WODEN 

pV' 


No. 186E 

WODEN FITTERS’ VICE 

WITH INSTANTANEOUS GRIP 



WODEN FITTERS’ VICES combine the features of the Mechanics’ Vice with Quick Action 
Special attention has been paid to the accuracy of machining and quality of finish. The Steel 
Jaw Plates are made from WODEN Special Steel, correctly hardened; they are renewable 
and interchangeable. 


Number 

Width of Jaws 

Depth of Jaws 

Extent of 
Opening 

Approximate 

Weight 

5 . 

3£ inches 

2| inches 

4\ inches 

34 lbs. 

6 . 

31 .. 

3 „ 

5 „ 

49 lbs. 

7 . 

41 .. 

31 .. 

6 i „ 

66 lbs. 

8 . 

5i „ 

31 .. 

7 „ 

81 lbs. 

8a . 

6 „ 

4J .. 

8 „ 

100 lbs. 


7 „ 

4£ „ 

9 „ 

130 lbs. 


8 „ 

6 „ 

10 „ 

204 lbs. 



































No. 190 

WODEN STEEL VICE 


WODEN 

-s4»abV 



WITH INSTANTANEOUS GRIP 



WODEN STEEL VICES No. 190 being unbreakable are especially suitable where a heavy duty 
Vice is required. Fitters and Filers will find the WODEN Steel Vices of exceptional strength, 
and specially designed for Engineers’ use. The Jaw Plates are secured by bolts from the back 
of the slide head and body head, thus giving easy accessibility for maintenance and interchanging 


Number 

Width of Jaws 

Depth of Jaws 

Opening 

Approximate 

Weight 

7 A . 

4£ inches 

3 inches 

5f inches 

441 bs. 

8 

5± 

3| .. 

6 „ 

68 lbs. 

8A 

6 „ 

44 .. 

7 „ 

90 lbs. 

9A 

7 „ 

44 

8 „ 

100 lbs. 
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WODE N 


No. I90A 

WODEN STEEL VICE 

WITH PLAIN SCREW 



WODEN Steel Vices No. 190A being unbreakable are specially suitable where a heavy duty 
Vice is required. Fitters and Filers will find the WODEN Steel Vices of exceptional strength 
and specially designed for Engineers’ use. The Jaw Plates are secured by bolts from the back 
of the slide head and body head, thus giving easy accessibility for maintenance and interchanging. 


Number 

Width of Jaws 

Depth of Jaws 

Opening 

Approximate 

Weight 

7 . 

4b inches 

3f inches 

5 inches 

46 lbs. 

8 

51 

31 „ 

6 „ 

61 lbs. 

8 A . 

6 „ 

41 

7 „ 

84 lbs. 

9A 

7 „ 

4b „ 

8 „ 

100 lbs. 
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WODEN 


No. 95 

MACHINE VICE 


A ^Q A „ 

WODEN 




The improved “Woden” Machine Vice No. 95 has been designed to fill the long-felt need 
for a good, strong Vice at a reasonable price. 

It is primarily intended for use on Drillers, Shapers and Milling Machines, on jobs which do 
not warrant the use of an expensive precision Tool, and yet require a 

STURDY, SERVICEABLE VICE 

Long life and satisfaction are ensured by virtue of its construction. The Body and Slide are 
made from a special aluminium alloy, scientifically heat-treated after casting, with the result 
that this Vice is practically 

UNBREAKABLE 

and much stronger than if it were made of Cast Iron. 

The Screw is accurately machined, and works in a floating Steel Nut, and all parts are inter¬ 
changeable. 


Size 

Width 

of 

Jaws 

Depth 

of 

Jaws 

Opening 

Size 

of 

Base 

Distance 
Between 
Bolt Centres 

Approx. 

Weight 

1 

3" 

w 

2 " 

10£"x3" 

9" 

51 bs. 




I"* 
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WODEN 



WODEN FLOOR VICE 



No. 100/2 SPECIFICATION 


Width of Jaws 

Opening of Jaws 

Approximate 

Weight 

Height 

12 inches . 

10 inches. 

1,000 lbs. 

32 inches 















WODEN 


WODEN VICE JAW PLATES 


STATE VICE NUMBER WHEN ORDERING REPLACEMENTS 
“WODEN” VICE JAW PLATES are made from finest quality Steel, and are carefully 
hardened and tempered. This composite metal prevents chipping and cracking. 


To suit Vice No. 

Width of Jaws 

To suit Vice No. 

Width of Jaws 

186B. 00 . 

2\ inches . 

186E. 5 

3J inches 

0 . 

2± . 

6 . 

H •• 

1 . 

3 „ . 

7 . 

4J „ 

2 . 

3J „ . 

8 . 

5i .. 

3 . 

4 „ . 

8a. 

6 

4 . 

4* „ . 

9a. 

7 

5 . 

5 „ . 

10 

8 

6 . 

6 „ . 



7 . 

7 „ . 













190 7 .... 

4i „ 

186S 3 

4 „ . 

& 8 . 

Si 

5 . 

5 „ . 

190A 8a . 

6 

6 

6 „ . 

9a 

7 
























































WODEN 


WODEN DETACHABLE 
FIBRE JAWS FOR VICES 



The Steel Lugs (shown straight in illustration above) bend round the Vice Jaws (as shown 
in illustration below) to secure the Grips and fit any Bench Vice. 



FINEST VULCANISED FIBRE ON RUSTPROOF PLATED GRIPS 

No Vice is complete without a pair of these Fibre Jaws. Slipped on and off instantly for handling 
delicate work. 


Made to fit Vices with width of Jaws:— 

" 3" 3i" 3i" 3f" 4" 4i" 4i" 5" 5i" 6" 7 





SWIVEL BASE FOR WODEN VICES 



BEST CAST IRON, WITH STEEL SCREWS AND NUTS 


Size: 

A 

B 

C 

D 

E 

F 

G 

H 

To 

Suit 

186B 00 

186B/0 

186B/1 

186B/2 

186B/3 
186S 3 
186E 5 

186B/4 
186S 5 
186E/6 
190 7A 
190A/7 

186B/5 
186S 6 
186E/7 
190 8 
190A/8 

186B/6 
186E 8 
186E 8A 
190 8A 
190A 8A 



THE STEEL NUT 















No. 189 

WODEN WOODWORKERS’ VICE 


WITH IDEAL QUICK ACTION 



Patent applied for 




WODEN 





The feature of the “ IDEAL VICE ” is the entirely new method of operating the quick action. 
The screw is carried in eccentric bearings, and a half-turn of the handle in an anti-clockwise 
direction disengages it from the nut. 

As there is no trigger in which fingers can be pinched this Vice is especially recommended 
for SCHOOLS and TECHNICAL COLLEGES, but Carpenters and Pattern-makers will also 
find the new action a great improvement. 


Number 

Width of Jaws 

Extent of Opening 

Approximate Weights 

189/1 . 

7 inches . 

8 inches 

16 lbs. 

189/1A 

8 „ 

10 „ 

20 lbs. 

189/2 

9 „ . 

13 „ 

30 lbs. 

189/3 

10£ „ 

13 „ 

32 lbs. 
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No. 189B 

WODEN WOODWORKERS’ VICE 

WITH INSTANTANEOUS GRIP 


A ^ fl O A 

WODEN 




Whilst the “ Ideal ” Vice illustrated on the opposite page is a revolutionary advance in design, 
there is still a demand for the old quick action type illustrated above. 

In both these models Bodies and Jaws are of best cast iron and they are fitted with detachable 
malleable iron Nuts and polished steel Slides. 


Number 

Width of Jaws 

Extent of Opening 

Approximate Weights 

1 . 

7 inches . 

8 inches . 

18 lbs. 

2 . 

9 „ . 

13 „ . 

36 lbs. 

3 . 

10 i „ . 

13 „ . 

40 lbs. 
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WODEN 


No. 189A 

WODEN WOODWORKERS’ VICE 

PLAIN SCREW 



This model is similar in all respects to the 189B Vice illustrated on Page 45, except that it has 
no quick action. In place of this it is fitted with a plain square thread screw operating in a 
solid detachable nut. 


Number 

Width of Jaws 

Extent of Opening 

Approximate Weights 

1 . 

7 inches . 

8 inches 

18 lbs. 

2 . 

9 „ 

13 „ 

34 lbs. 

3 . 

10 * . 

13 „ . 

38 lbs. 



i- i 


c STEEL JT & JOSEPH 


.PTOin 
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No. 192 

WODEN LIGHT WOODWORK VICE 

RE-DESIGNED AND STRENGTHENED 




WODEN 




This Vice is of similar construction to the 189A model illustrated on the opposite page, but 
is both cheaper and lighter as it is intended for less heavy work. It is in great demand by the 
home craftsman. 


Width of Jaws: 7 inches. Extent of Opening: 6f inches. Approximate Weight: 10f lbs. 


PACKED IN A BOX 



THE STEEL NUT & JOSEPH HAMPTON LTD. : W 







WODEN WOODWORKERS’ VICES 



No. 194.—The “Cadet” 

A small, sturdy Vice, designed for the amateur craftsman. Easily fitted to bench. 

Steel Slides, Screw and Handle. 

(NOTE: The SLIDES of this Vice are SCREWED into the front plate before being riveted.) 

Width of Jaws: 6 in. Opening: 4£ in. Weight: 6£ lbs. 

PACKED IN A BOX 


No. 194A.—“Table Vice” 

This Vice is similar to the “Cadet,” with the addition of a Clamp to enable it to be more quickly 
fitted to a bench or table. 

Will clamp on to boards f" to 2J" thick. 

Weight: 8J lbs. 



1 


1 STEEL 
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WODEN 


WODEN 

AMATEURS' UNBREAKABLE VICE 



This is a strong serviceable Vice, which has been designed specially for Amateurs and Domestic 
Users. They are supplied packed one in a box. 

Width of Jaws: 2^ inches. 


WODEN “MINOR” TABLE VICE 



The WODEN “MINOR” TABLE VICE is made with a Clamp, so that it can be easily fixed to 
Bench or Table. In all other respects it is similar to the Woden “AMATEURS” UNBREAKABLE 
VICE. They are supplied packed one in a box. 
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WODEN PORTABLE VICE STANDS 


No. 195 

This Stand is made in suitable strength for any Vice, 
and is for use in confined spaces among Machines, 
Lathes, etc. 


Top of Table .... 
Height of Table 
Weight 


18 X 19 inches 
30 inches 
3 qrs. 14 lbs. 


A Rack for holding 8 Files forming a Tray for holding 
small articles is fitted. The Base serves as a ‘jhelf. 




No. 196 

This Stand is especially suitable for a 
corner position. It is popular, fitted 
with a No. 186 B/2 Parallel Mechanics’ 
Vice with 3^-in. Jaws. The Stand, 
however, is very strong and is quite 
suitable for a much larger Vice if required. 

Top of Table: .17£ X 18£ inches. 

Height of Table: .... 30 inches. 

Approximate Weight: 3qrs. Olbs. 
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WODEN 


No. 226 


WODEN BUILDERS' JACK 



SHOWING LOOSE CAP IN POSITION. 


SHOWING DOMED HEAD OF SCREW. 



An exceptionally strong Jack designed for Builders’ 
use, for Shoring, etc. Tested to carry 50 tons. 
Body and Cap best Cast Iron. Mild Steel Screw 



No. 

Height 
when down 

Diameter 
of Base 

Diameter 

Of Screw 

Range of 

Lift 

Approximate 

Weight 

226 

9J ins. 

ins. 

2£ ins. 

2£ ins. 

43 lbs. 
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WODEN 


No. 228 

WODEN DOUBLE LIFT JACK 



Cast Iron Body, Mild Steel Screws and Cap, Malleable Iron Ratchet. Ratchet Action is 
Reversible. Fitted with Screw Stop. 

Detachable Tubular Lever, 3 ft. long, supplied, if specified. 

SUITABLE FOR BUSES, MOTOR COACHES, Etc. 


To lift 

Height 
when down 

Diameter 
of Base 

Diameter of 
Small Screw 

Range of 

Lift 

Weight 

Up to 6 tons 

10? inches .... 

8^ inches 

14 inches 

9f inches 

38 lbs. 
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Nos. 229 & 229A 

WODEN LIFTING JACKS 




Round Head. 
No. 229 


Crutch Head. 
No. 229A 


Cast Iron Body, Mild Steel Screw fitted with Malleable Iron Cap. 
Round Steel Lever Rods supplied, if specified. 


No. 

To lift 

Height 
when down 

Diameter 
of Base 

Diameter 
of Screw 

Range of 
Lift 

Approx. 

Weight 

229 

229A 

1 

Up to 3 tons 

%" 

101" 

7 inches .... 

If inches .... 

3| inches ... 

23 lbs. 

2 

4 to 6 tons 

9r 

10|" 

8 „ 

2 „ .... 

H . 

29 lbs. 
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Nos. 240 & 240A 

WODEN LIFTING JACK 




WODEN 





Circular Head. 
No. 240 


Oval Head. 
No. 240A 


Cast Iron Body and Head, fitted with Mild Steel Screw. 
Round Steel Lever Rods supplied, if specified. 


Number 

To lift 

Height 
when down 

Range of 

Lift 

Approximate 

Weight 

0. 

H tons 

12 inches 

7 inches 

10 lbs. 

1. 

2 „ 

14 „ 

Ql „ 

12 lbs. 

2. 

3 „ 

14 „ 

9 „ 

17 lbs. 

3. 

4 „ 

18 „ 

11 „ 

23i|bs. 

4. 

5 „ 

21 „ 

14 „ 

33 lbs. 

5. 

6 „ 

24 „ 

15^ „ 

40 lbs. 

6. 

8 „ 

24 „ 

15 „ 

46 lbs. 

7. 

10 „ 

24 „ 

14| „ 

51 lbs. 
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WODEN 



WODEN 


“TOWER” JACK 



As used with Traversing Base^ 
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WODEN 


WODEN “TOWER” JACK 

COMPLETE WITH LEVER 


This Jack was specially designed and patented to meet the demand for a Lifting 
Jack which, while having a MINIMUM HEIGHT when down, has an EXTENSIVE 
LIFTING RANGE. 

The principle of construction is that of a right and left hand screw, the body 
being revolved by means of a ratchet simultaneously operating both screws 
which are fitted with stops to prevent them working out when raised to their 
fullest extent. 

One of the principal features of this tool is that the Cap adjusts itself to any 
unevenness of the ground or work to be raised to the extent of in. to the 
foot, thus ensuring the weight being dead central and also preventing any 
skidding of the Jack when in use. 

The screw holes on the base of the Jack serve to attach it to the Traversing 
Base as shown on the opposite page. This base is made of the best Malleable 
Iron and is fitted with a Steel Screw working the saddle to which the Jack 
is attached, the screw being operated by a detachable and reversible ratchet 
lever. 

The length of the traverse is 12 in. and it raises the height of the Jack by 1 \ in. 


Size 

Height 

when 

down 

Tested to 

Height 
when fully 
raised 

Lifting 

Range 

Approx. 

Weight 

Approx. 
Weight 
of Base 

No. 1. 

sr ... 

12 Tons 

nr 

6i" .... 

26 lbs. 

56 lbs. 

No. 2 

hH* 

00 

12 Tons 

20" 

10" 

36 lbs. 

56 „ 
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WODEN 

VJ/arV 



No. 239A 

WODEN LIFTING JACKS 

SHORT LIFT JACK 



Cast Iron Body and Head, fitted with Mild Steel Screw. 


No. 

To lift 

Height when 
down 

Range of Lift 

Approximate 

weight 

1. 

2 tons 

7 inches 

2| inches 

84 lbs. 

1A . 

3 „ . 

n .. 

24 ., 

9} lbs. 

2. 

4 „ . 

8 „ 

2? . 

12 lbs. 

2A . 

5 „ . 

84 „ 

3 

15 lbs. 

3. 

6 „ . 

9 „ 

3-1 „ 

16 lbs. 

3A . 

8 „ . 

10 „ 

31 

204 lbs. 

4. 

10 „ . 

10 „ 

3;1 „ 

254 lbs. 
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WODEN VICE DISPLAY STANDS 




COUNTER STAND 


Counter Stand 

Height: inches. Counter Space: 10 inches square. 

Counter Stand takes No. 186B, No. 00, No. 0, No. 1 and No. 2. 

Floor Stand 

Height: 70^ inches. Floor Space: 16 X 14 b inches. 

Floor Stand takes No. 186B, No. 0 to 186B, No. 6. 


Weight: 6 lbs. 


Weight: 119 lbs. 


FLOOR STAND 


These Stands are supplied free to Customers who regularly purchase WODEN 
Vices in approved quantities and are an attractive means of displaying WODEN 
Vices on the Counter or in the Window. Finished in silver, or gilt 




THE STEEL NUT & JOSEPH HAMPTON LTD. : WODEN WORKS : WEDNESBURY : ENGLAND. 

'0 

















WODEN NUT & BOLT DEPARTMENT 


WODEN 




REPETITION AND SPECIAL WORK 

Special parts to Customers’ requirements. Case-hardening and Precision Grinding a speciality 
Sizes: 2 B.A. to inches diameter, any length. 

Material: Mild Steel, Nickel Steel, Chrome Vanadium Steel, Brass, Aluminium, and other metals 



THE STEEL NUT & JOSEPH HAMPTON LTD. : WODEN WORKS : WEDNESBURY : ENGLAND. 




WODEN 




WODEN NUT & BOLT DEPARTMENT 



STANDARD WORK 


Guaranteed machined from Solid Steel Bar. 

BRIGHT STEEL: Bolts and Nuts, Set Pins, Studs and Washers. 

THREADS: Whitworth, B.S.F., B.A., Metric, U.S.A., S.A.E., B.S.P., etc. Sizes 6 B.A. to 
2h inches diameter, any length. 

QUALITY: Made from best quality Steel to British Engineering Standard Association 
Specifications. Highest degree of accuracy and finish for Motor, Mechanical, Electrical and 
Marine Engineering work. 
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WODEN AIRCRAFT DEPARTMENT 




WODEN 




Bolts, Nuts. Studs, Screws, Joint Pins, Turnbuckles, Eyebolts, etc., etc. 


All aircraft parts are manufactured from the solid bar by highly skilled operatives. Each stage 
of production is subjected to expert supervision. 

All Woden Aircraft Products are issued under release note by our Air Ministry Approved 
Inspection Department. 
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WODEN 


WODEN WORKS LABORATORY 



TEST HOUSE—CONTROLLING THE HEAT TREATMENT DEPARTMENT AND SUPER¬ 
VISING ALL RAW MATERIALS PRIOR TO USE 


The well-equipped Laboratory and Test House makes it possible to control the quality of all 
products from the raw material to the finished article. 

When necessary, Test Certificates can be supplied covering all Woden products. 
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WODEN 

BRIGHT DRAWN STEEL BARS 



SIZES:— 

Rounds 

Hexagons 

Squares 

Flats.... 


I" to 3" 
V to 2f 
i" to V 
i" to 2" 


LENGTHS:— 

Up to 25 feet long. 


ROUNDS 

HEXAGONS 

SQUARES 

FLATS 


The following qualities are carried in Stock:— 

FREE CUTTING to B.S.S. 32, Grade 4 and En. specifications. 
MILD STEEL to B.S.S. 32, Grades 1 and 2, En. specifications. 
SHAFTING QUALITY. 

CASE HARDENING QUALITY. 

In addition to the above qualities, Bright Drawn Bars can be supplied to other British Standard 
Specifications. 

Bars for Aircraft purposes supplied under our own release note. 
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WODEN 


FOUNDRY DEPARTMENT 

BEST MALLEABLE AND GREY IRON CASTINGS 



MALLEABLE 




GREY IRON 
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